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1. System Requirements 

  
 - Minimum requirements 
CPU   : Pentium III or higher processor 
RAM   : 256MByte or greater 
Operating System : Windows 2000 / XP 

Devices   : Level Translator, Phone, USB data cable 
Resolution  : 1024 * 768 

Serial Communications : USB (COM 1-255) 

   

- Recommended Requirements 

CPU   : Pentium IV 2GHz or over 
RAM   : 512MByte or greater 
Operating System : Windows XP  

Devices   : Level Translator, Phone, USB data cable 
Resolution  : 1024 * 768 

Serial Communications :  USB (COM 1-255) 
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2. System Equipments 
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3. CHMC PST Main Window 

 

(1) Toolbar   

(2) Menu  

(3) Information   

(4) Status Window   

(5) Status Bar  

(6) Operation Window   

This is the Main Window of the CHMC PST Program. The Program can be divided by 6windows 
and each window works independently. (Except Toolbar and Menu. Toolbar and Menu have the 
same functionalities. ) 

    1.       Toolbar  : toolbar with quick button  

2.       Menu   : identical as the toolbar  

3.       Information  : shows device’s information  

4.       Status Window : shows operation’s status  

5.       Status Bar  : shows current connected device’s status 

6.       Operation Window : shows current software operation 
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3.1 Toolbar 
  

 

  
 (1) Select Model 

  

 

 This button shows Select Model window. This window has two operation mode. 

- Manual detection mode 

- Auto detection (default) mode 

  

 

  

- Auto detection mode  

CHMC PST Program will detect proper Model-DLL automatically without any user action. In 
General, User’s configuration is not needed at all. PST will search its installation folder and find 
Model DLLs, connect to hardware automatically in this mode.  

  

- Manual detection mode 

 You can manually select Model- DLL file. Select the DLL file and click the OK button.  

Select Model Button in the toolbar will be changed like this. 
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 (2) Select Port 

  

 

This button shows Communication Port (COM Port) Setting window. 

You can select only one Port at a time from any of the already connected (detected) ports. If you 
click the OK button without changing COM port, PST will close current port and re-open, re-
connect to the device again 

  

 (3) Info 

  

 

 This button shows Information window.  

  

 (4) Upgrade 

  

 

 This button shows Upgrade window.  

  

(5) Bin 

  

 

 This button shows Bin Download window.  
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 (6) Script 

  

 

 This button shows Script Download window.  

  

 (7) PRL 

  

 

 This button shows PRL window.  

  

 (8) ERI 

  

 

 This button shows ERI window.  

   

(9) Setting  

  

 

 This button shows Setting window.  
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 (10) Phonebook 

  

 

 This button shows Phonebook window.  

 

 (11) Transfer 

  

 

 This button shows Transfer window.  

  

 (12) Refurbish 

  

 

 This button shows Refurbish window.  

  

 (13) Help 

  

 

 This button shows Help file.  
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3.2 Menu buttons  

  

  

Menu buttons have the same functionalities as Toolbar buttons. Both works exactly the same.  

(Except, Toolbar has additional buttons like Select Model, Select Port, Refurbish, Help) 
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3.3 Information window  

  

 

  
Information window shows current connected device’s information. If devices are connected and 
verified, it shows full information in the list control and transfer icon will be changed like this.  

  

  

  

 

  

As long as the device is connected, this icon will be continuously changed and repeated.  

If devices are disconnected or having problems connecting to, items in the list control will not show 

any texts and transfer icon will be changed like this.  

  

 

  

The transfer icon has another state which is appeared when Software operation is processed.  

The icon will be changed like this. 
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3.4 Status window 

  

 

  
Status window shows current software operation’s status on the screen. These status items are,  

  

Progress bar : shows current operation’s percentage 

Elapsed time : shows current operation’s elapsed time (unit: second) 

File Name : shows current operation’s used files. 

Address  : shows current operation’s address number. 

Status  : shows current operation’s status  
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3.5 Status bar 
  

 

  
Status bar shows current connected COM Port, current phone model’s name, Model DLL file.  

  

PORT  : This area shows the number of current connected COM Port. 

MODEL  : This area shows the model name of current connected phone. 

DLL : This area shows current selected DLL file and its directory path.  

                                         Following number with in braces are DLL’s version number.  

(It is also shown in the Select Model window.) 

   

If not connected (disconnected), these 3 items will not be available. 
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3.6 Software window 

  

(1) Information window 

 

 

 

  

  

Information window shows devices’ additional information to the screen. It shows ESN, Digital 
MIN, Analog MIN, RF MODE, CDMA Channel, Code Channel, Active Sector PN, SID, NID, 
Locaid. 
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(2) Select Model  

  

 

  

This window shows current selected Model DLL and system’s available Model DLLs. Select DLL 
file will show matching picture (device’s model picture) to the upper left in the screen.  
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(3) Select Port 

  

 

  

  

Select Port Window will show current connected COM Port and system’s available COM Ports. 
Current Port will be marked. 
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(4) Upgrade window 

  

 

  

 This window shows upgrade operation mode. Upgrade operation requires following binary files; 

  

- Binary File (Bin File)  

- SCR Download Enable or Disable 

- SCR (Script) File  
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 - Upgrade operation Procedures  

  

1. Select Upgrade menu button. 
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2. Check button FOTA File Enable / Disable 

 

- Enable : FOTA Differ package download mode 

A. FOTA File by clicking the folder icon. 

        

 

- Disable : Upgrade mode 

A. Bin File by clicking the folder icon.   
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B. Check button SCR Enable/ Disable 

 

 

C. SCR File by clicking the folder icon when SCR Enable. 

 

 

3. Click the Upgrade Operation Button. 

  

 

  

4. Select Yes to proceed. 
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5. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation. 

  

 

  

6. When operation is completed, it will show the result status on the screen. 
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(5) Bin Download Window 

  

 

   

This window shows Bin Download operation mode. Bin Download operation requires following 
binary files. 

  

 - Binary File (Bin File)  
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- Bin Download operation Procedures  

  

1. Select Bin Download menu button. 

  

 

  

2. Select Bin File by clicking the folder icon. 
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 3. Click the BIN Download Operation Button. 

 

 

4. Select Yes to proceed. 

 

  

 5. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation. 

 

 

6. When operation is completed, it will show the result status on the screen. 
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(6) Script Download Window 

  

 

  

This window shows Script Download operation mode. Script Download operation requires following 
binary files;  

   

- SCR (Script) File  

- Select NAM 

- PRL (Preferred Roaming List) File  

- ERI (Enhanced Roaming Indicator) File 
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- Script Download operation Procedures  

  

1. Select Script Download menu button. 

  

   

2. Select NAM and SCR File, PRL File and ERI File by clicking the folder icon.   
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3. Click the Script Download Operation Button. 
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4. Select Yes to proceed. 

  

 

   

5. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation. 

  

 

   

6. When operation is completed, it will show the result status on the screen. 
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(7) PRL Window 

  

 

  
 This window shows PRL operation mode. PRL operation requires following binary files; 

  

 - Select Direction  

- Select NAM 

- PRL (Preferred Roaming List) File  
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- PRL operation Procedures  

  

1. Select PRL menu button. 

  

 

   

2. Select Direction, NAM and PRL File by clicking the folder icon.   
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3. Click the PRL Download Operation Button. 

  

 

  

 4. In read mode, following dialog is appeared. Select folder to save PRL files. 
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5. Select Yes to proceed.  

  

 

  

  

6. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation.  

  

 

  

 7. When operation is completed, it will show the result status on the screen. 
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(8) ERI Window 

  

 

  

This window shows ERI operation mode. ERI operation requires following binary files;  

  

- Select Direction 

- ERI (Enhanced Roaming Indicator) File 
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- ERI operation Procedures  

  

1. Select ERI menu button. 

 

  

2. Select Direction and ERI File by clicking the folder icon.   
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3. Click the ERI Download Operation Button. 

  

 

  

4. In read mode, following dialog is appeared. Select folder to save ERI files. 

  

 

  

 5. Select Yes to proceed.  
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6. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation.  

  

 

  

 7. When operation is completed, it will show the result status on the screen. 
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(9) Setting Window  

  

 

  

Setting window shows setting operation mode which can read from / write to data items in the 
devices.  

  

-         Show data items read from phone (device) 

-         Write data items to phone (device) 
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 - Setting Operation Procedures  

  

1. Select Setting menu button. 

  

 

  

 2. Select tab item. 

  

 

(In this picture, General NAM is selected) 
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3. In read mode, click Read From Phone button. It will read current tab’s data items from device. 

  

 

  

4. While operation is running, SPC Code dialog will be appeared. Without proper number, data can’t 
be read. Enter valid number and click OK button. 

  

 

  

5. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation.  

  

 

  

6. After the operation is completed, item and parameters will be shown to the list. Items read from 
phone are able to change, modify, remove and save to phone.  

Each item has different control style. Following picture shows some items’ style. 
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- Combo Control                  - Edit Control 

  

You can edit the parameter by left clicking the item in the list.  

  

7. In write mode, select tab item and click Write To Phone button. It will write items of the list 
control to the current connected phone. 

  

 

  

- If there are no items in the current list, Write To Phone operation will not be operated. 

  

8. When operation is completed, it will show the result status on the screen.  
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(10) Phonebook Window  

  

 

  

This window shows Phonebook operation mode which can read from / write to Phonebook in the 
phone 

  

-         Select Direction  

-         Read Phonebook list from phone (device) 

-         Write Phonebook list To phone (device) 
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- Phonebook operation Procedures  

 1. Select Phonebook menu button. 

 

  

2. Select Direction. 

 

  

3. In read mode, Click Start Read Phonebook button.  

 

Following dialog will be shown to the screen. 
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 4. After the operation is completed, following list will be appeared to the screen.  

  

 

 

 5. In write mode, Select CSV File to write by clicking the folder icon.  

  

 

  

Selected CSV File’s data will appear to the list control.  
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6. Click Start Write Phonebook button. 

  

 

  

 7. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation.  

  

 

  

8. When operation is completed, it will show the result status on the screen. 
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(11) Transfer Window  

  

 

 

  

 This window shows Transfer operation mode which can backup or restore phone data items.  

  

-         Select Mode (Restore / Backup) 

-         Select backup items from phone 

-         Restore backup items to the phone. 
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- Transfer operation Procedures  

  

1. Select Transfer menu button. 

  

   

2. Select Mode (Backup, Restore). 

  

 

  

3. In Backup mode, select backup item in the list. 
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4. Click the Start Backup Button. 

 

  

5. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation. 

  

  

  

6. In Restore mode, select restore item in the list. 

  

 

  

7. Click the Start Restore Button. 
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8. While operation is running, progress bar is shown to the screen to indicate the current status  

and percentage of the download operation.  

  

  

  

9. When operation is completed, it will show the result status on the screen. 
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(12) Refurbish Window 

  

  

 This window shows Refurbish operation mode. Refurbish operation requires following binary files;  

  

 -         Binary File (Bin File)  

    -         SCR (Script) File. 

 -         Select NAM 

    -         PRL (Preferred Roaming List) File 

    -         ERI (Enhanced Roaming Indicator) File 
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 - Refurbish operation Procedures  

  

1. Select Refurbish button in the toolbar. 

  

 2. Select NAM and Select Bin File, SCR File, PRL File, ERI File by clicking the folder icon. 
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3. Click the Refurbish Operation Button. 

 

  

4. Select Yes to proceed. 

  

 

 

 5. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation. 

  

 

  

 6. When operation is completed, it will show the result status on the screen. 
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4. Emergency Download 

 

Emergency mode is all menus disable except BIN Download, Select Model, Select Port and Help. 
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- Emergency Download Procedures 

 

1. Select Bin File by clicking the folder icon. 

  

 

 2. Click the BIN Download Operation Button. 

 

 

3. Select Yes to proceed. 
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4. While operation is running, progress bar is shown to the screen to indicate the current status and 
percentage of the download operation. 

 

 

5. When operation is completed, it will show the result status on the screen. 

 


